
SNR SmartTEMP S Blowtorch Flame Oil bath

Before starting
Verify:

  Bearing reference compliant
  Clean packaging and bearing, less than 3 years old
  Clean shaft, housing, and shoulders
  Worn without scuffs or knocks
  Measured shaft/housing adjustments compliant
  Tools available and ready to use near you

Materials needed
•  Induction heater 
          > SMART TEMP S
•  Heat-resistant gloves
•  Lint-free clean cloth

Step 1: Position 
  Position the bearing around the largest possible bar of the induction heater
  Install the temperature sensor on the inner ring of the bearing

  Check the stability of the bearing.

Step 2: Heat
  Adjust the temperature 
  Start the heating cycle
  Wait for the cycle to end and the bearing to be demagnetized 

DEEP GROOVE 
BALL BEARINGS 
Hot mounting instructions

   � Risk of bearing damage



In line Crooked Not in contact

Step 3: Prepare the shaft
Before heating:

  Clean the shaft 
  Check for chips / dust / burrs

  Apply a thin layer of mounting paste (anti-fretting) to the shaft 

Step 4: Mount the bearing
  Put on the heat-resistant gloves
  Remove the bearing from the induction heater
  Present the bearing in the shaft axis 

  Check that the marked face of the bearing is visible
  Move immediately after heating
  Slide to the shoulder behind the bearing

  �Never hit the bearing directly. 
Do not force it if blocked.

  If the bearing is not properly mounted: remove it, let it COOL down and then start again.

Step 5: Cool
  Hold the bearing whilst wearing heat-resistant gloves in support for a few seconds
  Let cool naturally

   Do not cool with water or suddenly.

Step 6: Check
  Bearing in full support on the shoulder
  Free rotation by hand
  No hard spots
  No abnormal noise
  Intact gasket/deflector  
  No visible shock
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